
 

 
 

HANDRAIL STANCHIONS 

 
 
 
 
A handrail stanchion is used to connect hand railing. This material is available in unpainted, galvanised and zinc 
chromate finishes. 
 

 

Description Mass per item (kg) unpainted Mass per item (kg) galvanised Mass per item (kg) zinc chromate 

MT90 42.8x2.5mm 500x500mm 3 3.2 3 

MS90 42.8x2.5mm 500x575mm 3.35 3.55 3.35 

MO90 42.8x2.5mm 500x575mm 3.29 3.43 3.29 

MP90 42.8x2.5mm 500x500mm 2.43 2.57 2.43 

MTA30 42.8x2.5mm 500x500mm 3.14 3.29 3.14 

MTA35 42.8x2.5mm 500x500mm 3.14 3.29 3.14 

MTA40 42.8x2.5mm 500x500mm 3.14 3.29 3.14 

MTA45 42.8x2.5mm 500x500mm 3.14 3.29 3.14 

MSR30 42.8x2.5mm 500x600mm 3.43 3.57 3.43 

MSR35 42.8x2.5mm 500x600mm 3.43 3.57 3.43 

MSR40 42.8x2.5mm 500x600mm 3.43 3.57 3.43 

MSR45 42.8x2.5mm 500x600mm 3.43 3.57 3.43 

MSL30 42.8x2.5mm 500x600mm 3.43 3.57 3.43 

MSL35 42.8x2.5mm 500x600mm 3.43 3.57 3.44 

MSL40 42.8x2.5mm 500x600mm 3.43 3.57 3.44 

MSL45 42.8x2.5mm 500x600mm 3.43 3.57 3.43 

MST30 42.8x2.5mm 500x575mm 3.29 3.4 3.29 

MST35 42.8x2.5mm 500x575mm 3.29 3.4 3.29 

MST40 42.8x2.5mm 500x575mm 3.29 3.4 3.24 

MST45 42.8x2.5mm 500x575mm 3.29 3.56 3.29 

MST90 42.8x2.5mm 305x305mm 2.28 2.42 2.28 

MSS90 42.8x2.5mm 305x380mm 2.57 2.72 2.57 

MLS90 42.8x2.5mm 255mm 1.57 1.71 1.57 

MLT90 42.8x2.5mm 180mm 1.14 1.29 1.17 

 
 
 
 
 

 
 
 
 
 
 
 
 

 
 

 

 
 

 

 
 

 

 
 

Please contact our Structural Steel Division for sizes not listed above. 


